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STEREOCAM

RTABLE 30-RECORDH

sepl
Attach the threadsd mount
shat o the housing of the
Stereocarn and attach the

Shaft cap.

Sepd
Slide the Stereocam aver
the flangp of the Connect
Ring untilit clicks nto
place by fully engaging the
Spring oaded lich.

Sat S

Trsert the staft kndb thsgh the
o end o the slt of the ik ez
and s it the botton of the
Shat, Figer tghten both the St
Kooh and the St suffciently 5 the
Streosa s securelyatached .
propety lgne tothe caners. The axis
ofthe st shoul b aliped and
il tothe centervetieal e ofthe
caters e the top nd bottoofthe

Sep2
Serew the Cornet Ring inta
the lens thuead of your
camera. Do not over tighten,
Singer tightis suffcent
Make sure ot to erass
thaead the Connect Ring,

Step3. Stefl e Stereacara should be aligned and
AtachLik Amn Assenbly @ s sl paraleLto the top and botior of your
{Ioosely tighter) wnder your camera spectively

camcorder to the tripod

‘mounting hole with the Sep6

Atach the video cable split end into the
camcorder video “OUT” sacket and the
standard endl of the Videa Cable into the
video “IN” socket of the Sfezeocam 1L
100.

Tripod Serew.





